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Savage Beagle

MP-66JDT
2800 RPM

Length: 26.1 (KC)
Width: 22.3"
Height: 30.4"
(Dependent  on options)

Dimensions will change with optional accessories and or
cooling systems.  Please confirm exact configuration if dimen-
sions are critical.

* Hydraulic Valve lifters with automatic adjustment
eliminates the need for valve adjustment and lowers
engine noise level while reducing operating costs.

*12 Volt, 2.2Kw Electric start, 70 Amp Bosch Alterna-
tor, electric start/stop with pre-wired plug-together
controls.  Digital and analog control panels available on
request.

*Reliable mechanical fuel injection governor achieves
the lowest possible fuel consumption.
Internal unit injection pumps eliminate high pressure
lines to minimize leak paths and further reduce engine
noise.

*Double rotating balance shafts with two bearings per
shaft, four stroke, direct  injected design with sound
insulated valve train make the Beagle series one of the
quietest, smoothest running engines you will ever hear.

 *Standard SAE Bellhousing and high mass flywheel
offer easy adaption to any marine transmission,
hydraulic pump or direct drive Power Take off.

*Meets all Tier II commercial emission standards.

          Weights

          MP-66JDT-KC
66HP-Intermittent @ 2800 rpm
       Continuous output 56hp
           574 POUNDS*
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338 West Nickerson
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MER custom marine diesels are made in the USA -
Specifically designed for the rugged demands of our
offshore commercial fishing fleet.

MP-66JDT-KC

Standard Full featured
MER-Murphy guages
with alarm system.


