
• 	Multiple Ply 321 Stainless Steel Construction

• 	Extreme Absorption of Vibration and Heat Expansion

• 	Compact Super Flexible Design

• 	Severe Temperature Rated up to 1200°

• 	Rated for 30,000 Engine Cycles

DURABLE | FLEXIBLE | EFFECTIVE

ACCESSORIES

PIPE FITTING

TUBE FITTING

FLANGE FITTING



MER Equipment    SuperFlex Exhaust Bellows    www.merequipment.com

5 Ply SuperFlex Exhaust Bellows

ID # (inches) O.A.L (inches) Axial Motion* (inches) Lateral Motion* (inches)

Compression Extension

2 8 2.0 0.4 0.8

2-1/2 3-1/2 0.8 0.1 0.2

2-1/2 8 2.0 0.4 0.8

3 5 1.0 0.2 0.3

3 7 1.5 0.3 0.7

3 10 2.5 0.5 1.7

3 12 3.0 0.6 2.0

4 5 1.0 0.2 0.2

4 7 1.5 0.3 0.5

4 10 2.5 0.5 1.4

4 12 3.0 0.6 2.0

4  3 0.3 0.1 0.0

4 8 1.7 0.3 0.7

5  5 1.0 0.2 0.2

5 7 1.5 0.3 0.5

5 10 2.5 0.5 1.1

5 12 3.0 0.6 1.7

5 8-1/2 2.0 0.4 0.8

5 8 1.7 0.3 0.5

6 5 1.0 0.2 0.2

6 7 1.5 0.3 0.4

6 10 2.5 0.5 1.0

6 12 3.0 0.6 1.4

8 5 1.0 0.2 0.1

8 7 1.5 0.3 0.3

8 10 2.5 0.5 0.8

8 12 3.0 0.6 1.1

10 5 1.0 0.2 0.1

10 7 1.5 0.3 0.2

10 10 2.5 0.5 0.6

10 11 2.5 0.5 0.6

10 12 3.0 0.6 0.9

12 5 1.0 0.2 0.1

12 7 1.5 0.3 0.2

12 10 2.5 0.5 0.5

12 11 2.7 0.5 0.6

12 12 3.0 0.6 0.8

12 9 2.2 0.4 0.4

 INNER DIAMETER (ID)

OVER ALL LENGTH (OAL)

 AXIAL MOTION

LATERAL MOTION

* Total allowable motion is a combination of both axial and lateral motion,not the maximum of each made simultaneously.

DURABLE | FLEXIBLE | EFFECTIVE
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I.D.*(inches) O.A.L (inches) Total Movement Spring Rates

Fixed Flange Fixed X Floating Flange Sch STD Weld End Axial (in.) Lateral (in.) Axial (lbs/in) Lateral (lbs/in)

4”
5-9/16  

7-11/16  
10-1/4

4-9/16 
6-11/16 

9-1/4

8-1/16 
10-3/16 
12-3/4

0.23
0.46
0.75

.032

.126

.334

1146 
573 
352

12279 
1536 
357

5” 5-13/16 8-1/8 
11

4-15/16 
7-1/4 

10-1/8

8-5/16 
10-5/8 
13-1/2

0.62
1.12
1.75

.030

.125

.300

614 
307 
189

6817 
852 
199

6”
5-1/16 
6-7/8 

8-3/16

4-3/16 
6 

7-5/16

7-9/16 
9-1/8 

10-11/16

0.40
0.80
1.20

.027

.110

.248

788 
394 
262

34927 
4303 
1271

8”
5-1/4 

7-1/16 
8-7/8

4-5/8 
6-7/16 
8-1/4

7-3/4 
9-9/16 
11-3/8

0.57
1.14
1.71

.035

.138

.311

932
466 
310

52549 
6568 
1942

10”
6-5/8 
9-3/4 

11-13/16

6 
9-1/8 

11-3/16

9-1/8 
12-1/4 

14-5/16

1.00
2.00
2.66

.056

.222

.395

1070 
535 
401

29009 
3626 
1528

12”
6-5/8 
9-3/4 

11-13/16

6 
9-1/8 

11-3/16

11-1/8 
14-1/4 

16-5/16

0.90
1.80
2.40

.067

.267

.475

1097 
548 
411

39167 
4890 
2063

14”
6-5/8 
9-3/4 

11-13/16

6 
9-1/8 

11-3/16

11-1/8 
14-1/4 

16-5/16

1.00
2.00
2.66

.068

.270

.481

1094 
547 
410

46275 
5784 
2438

16”
6-5/8 
9-3/4 

11-13/16

6 
9-1/8 

11-3/16

11-1/8 
14-1/4 

16-5/16

1.00
2.00
2.66

.060

.239

.426

1327 
663 
497

70243 
8773 
3699

18”
6-5/8 
9-3/4 

11-13/16

6-1/16 
9-3/16 
11-1/4

11-1/8 
14-1/4 

16-5/16

0.78
1.56
2.08

.042

.168

.299

1292 
646 
484

84079 
10509 
4429

20” 
6-5/8 
9-3/4 

11-13/16

6-1/8 
9-1/4 

11-5/16

11-1/8 
14-1/4 

16-5/16

0.78
1.57
2.35

.038

.152

.343

1409 
704 
469

110273 
13774 
4078

22”
6-5/8 
9-3/4 

11-13/16

6-1/8 
9-1/4 

11-5/16

11-1/8 
14-1/4 

16-5/16

0.78
1.57
2.35

.035

.157

.313

1492 
746 
497

138709 
17338 
5133

3 Ply SuperFlex Exhaust Bellows

Swivel Flange

This makes aligning the mounting bolts and 
retrofitting much easier!

An available option on all superflex capsules.

Saves Time and Frustration by allowing the 
flange to rotate freely.

DURABLE | FLEXIBLE | EFFECTIVE
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Prevent Disaster - Protect Your Investment 
Flexible exhaust bellows isolate vibration and  absorb the expansion of your Exhaust system.

Diesel engines develop an enormous amount of hot exhaust gas. The heat causes expansion and lengthening of exhaust 
piping. Every engine has a certain level of vibration and movement as well. The result of both rotating mass and the engines 
flexible mounting arrangement.

The sum of these forces can be destructive, a shoving contest between the engine and the exhaust piping. Traditional single 
ply bellows is only rated for 2,000 cycles. A high quality exhaust bellows will absorb the expansion and vibration, keeping your 
exhaust connections, welds, thermo blankets, and turbocharger housings in one piece for years to come.

Questions
Call Technical Support at 1-800-777-0414 or visit our website www.merequipement.com for access to our blog and 
instructional product videos.
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